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being applied for several years.

Technical & Performance Information

Film Thickness 50 micron
Adhesive Thickness 7¢ 25 micron
Total Thickness — 75 micron
Adhesive Type D Clear Permanent Cross-Linking Acrylic
Release Liner ' 150gsm PE Coated
Artificial Weathering D ‘ >2000 hours

Vertical Exposure Mid Europe h 10 to 12 Years
Tensile [+ >13.5 N/mm?
Elongation Ly T >75%
Adhesion 20mins/90°C 7 450 N/Metre
Adhesion 20mins/180°C m 570 N/Metre
Adhesion 24hrs/180°C 700 N/Metre
Dimensional Stability - <0.4mm
Application Temperature ST +8°C to +25°C
Service Temperature S, -40°C to +105°C
Warranty

Isee2 warrantees our material for one (1) year from date of shipment. The shelf life of our material is dependent on storage conditions. We recommend that the end user
stores the material in the original boxes (out of direct sunlight) from our factory. We also recommend to store our material at 21°C with 50% relative humidity. Isee2 only
warrantees our products to be free from defects in workmanship or defects in Isee2 material. We will replace or credit any material deemed defective. No acceptance or
responsibility for loss, damage or expense implied or otherwise, shall be assumed by the seller or manufacturer. User assumes all risk and.liability in connection herewith.
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